BERKELEY SE 328 - BRAKE PIPE SPECIFICATIONS


Notes:

A.   All end thread fittings are 3/8” UNF

B.   Blue lines are rigid pipe.

C.   Green lines are flexible hose.

D.   Measurements are from finished tip/end to finished tip/end of pipe.

Pipes:

	Number
	Quantity
	Length
	Connectors
	Notes

	1
	2
	17”
	Both male
	Flexible pipe.   One end screws into threaded hole in wheel cylinder. Pass other end through hole mount attached to chassis, fix with nut, then mate with female cap on end of pipe 4 or 5 as appropriate.

	2
	2
	15 ½”
	Both male
	Flexible Pipe.   One end screws into threaded hole in wheel cylinder.   Pass other end through hole mount attached to chassis, fix with nut, then mate with female cap on end of pipe 8 or 9 as appropriate.

	3
	2
	14”
	Both male
	Rigid Pipe.  Bridge connector between front wheel cylinders.

	4
	1
	33 ½”
	One male, One female
	Rigid Pipe.  5-way connector (male end) to front left wheel flexible pipe (female end).

	5
	1
	9”
	One male, One female
	Rigid Pipe.  5-way connector (male end) to front right wheel flexible pipe (female end).

	6
	1
	16 ½”
	Both male
	Rigid Pipe.  Connects Brake Master Cylinder with 5-way connector.

	7
	1
	84 ½”
	Both male
	Rigid Pipe.  Connects 5-way connector at front to 3-way connector at rear.

	8
	1
	29”
	One male, One female
	Rigid Pipe.   3-way connector (male end) to rear left wheel flexible pipe (female end).

	9
	1
	14”
	One male, One female
	Rigid Pipe.   3-way connector (male end) to rear right wheel flexible pipe (female end).
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